RY88 12 VOLT D.C. MOTOR AND d‘gtan.

RY99 WIRING INSTRUCTIONS
9080
TWIST—ON
RY904 1 WIRE NUT 9075 SLOW-BLOW 30 AMP FUSE
SWITCH
9077 FUSE HOLDER 9076
% BLACK RED RED LUG NUT
I — CT_OTo0: +Bat.
__U)\ 7 RED BLACK ::9076 TO: -Bat.
> Holes threaded for LUG NUT
O _
9080 Q 9080 #10-32 Screws
TWIST-ON & =S TWIST-ON  RY88 12 VOLT D.C. MOTOR
WIRE NUT o WIRE NUT RY10089 ADAPTER PLATE
e 9062 CAP SCREW §4§
< 9236 CAP SCREW (4
il 9070 STAR WASHER (4)
10037 MOTOR PULLEY
(not included)
9048 SET SCREW
t included
INSTRUCTIONS: (not included)

RY100 Semi-Automatic Key Duplicator
RY256 Semi-Automatic Key Duplicator for standard keys and Medeco®
RY45 Manual Key Duplicator

Remove 115 Volt A.C. motor and capacitor. Install 12 Volt D.C. motor
using existing hardware and motor pulley, as illustrated above.

NOTE: The motor must be connected with the Lug Nut on the RED
wire connected to the + Battery terminal, and the BLACK wire
connected to the - Battery terminal. If your key machine rotates the
cutter in the wrong direction, you must reverse the connection to
the battery.



